
Product Datasheet

ALDEBARAN® DUO-COLOR
Aldebaran Smartline

Article No.: 1417182903

3,5

KG

IP54

IP CODE

3.900

REAL-LUMEN

Description

ALDEBARAN® DUO-COLOR, shortly ADC®, gives you the possibility to a wiper correct color temperature according to your 
requirement profile set. ADC® works with a remote control system from 3000 to 6000 K, that is in the application of cold to warm 
white. Our ADC® SYSTEM is currently designed for tents in sizes up to 80m². the system is limited only by the range of the hand 
sensor of max. 20 meters range. The number of lights to be operated is unbounded. ALDEBARAN® DUO-COLOR is infinitely and 
the light quality and intensity leaves no wishes.

Product Highlights

Ideal for tents up to 80 m²
Easy control via remote control system
Integrated color change function
Integrated dimming function

Technical Specifications

General Data
Attribute Value Unit

Brand ALDEBARAN®

Series SMARTLINE

Model DUO-COLOR

Temperature (min) -32 °C

Temperature (max) +49 °C

Dimensions 565 x 160 x 105 mm

Weight 3,5 kg

Front Window PMMA (milky)

IP Class IP54

Plug Schuko IP44

Socket Schuko IP54

Cable Length 5 m

Light Functions Lightmix CW / WW

Lighting Data
Attribute Value Unit

Luminant LED

Luminous Flux (real) 3900 lm
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Technical Specifications (cont.)

Lighting Data
Attribute Value Unit

Colour Temperature 3000-6000 K

CRI >80

Durability 50000 h

Electrical Data
Attribute Value Unit

Input Voltage 100-240 V

Mains Frequency 50/60 Hz

Type of Current AC

Power Consumption 55 W

Protection Class I

Battery Type Remote 2,4 Ghz

Additional Product Images
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Setolite Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany

Tel./Fax
+49 2192 / 93624-0
+49 2192 / 93624-25

Web/Email
www.setolite.com
info@setolite.de


