
Product Datasheet

ALDEBARAN® XLD-2C POWER 
BASIC, 100-240 V, IP67, 800 W

Aldebaran XLD

Article No.: 1439001702

17,6

KG

IP67

IP CODE

IK10

IK CODE

Description

The ALDEBARAN® XLD-2C X-POWER BASIC sets a new standard for professional large-area lighting. As the most powerful 
model in the ALDEBARAN® XLD-2C product family, it offers additional power reserves for applications where maximum 
illumination and the highest level of reliability are required.

The tried-and-tested SETO lens system ensures uniform light distribution and impressive area illumination. The passive cooling 
system ensures consistently reliable operation  without any fans that are prone to wear and tear. Whether on a job site, a large 
construction site or an industrial plant  the ALDEBARAN® XLD-2C X-POWER BASIC has been developed for professional users 
who refuse to compromise and who can rely on maximum power reserves even under the most demanding conditions.

Product Highlights

Maximum light output for large-area illumination
Uniform light distribution thanks to the SETO lens system
Passive cooling system without a fan
For the most demanding applications  ideal for work sites, industry and large construction sites

Technical Specifications

General Data
Attribute Value Unit

Brand ALDEBARAN®

Series XLD

Model C POWER BASIC SET

Impact Resistance IK10

Temperature (min) -40 °C

Temperature (max) +59 °C

Dimensions 650 x 650 x 290 (Lamp) mm

Weight 17,6 kg

IP Class IP67

Dimmable No

Cable H07BQ-F 3G1,5

Plug Schuko IP68

Total Cable Length 8 m

Exchangeable Cable Yes
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Lighting Data
Attribute Value Unit

Colour Temperature 5000 K

Luminant 8x SML22 LED module

Beam Angle 360/60 °

CRI >70

Durability 50000 h

Electrical Data
Attribute Value Unit

Input Voltage 100-240 V

Mains Frequency 50/60 Hz

Type of Current AC

Power Consumption 800 W

Protection Class I

Accessories

Other
Article No. Image Name

1410000055 Extension "B7" 5,5m Ölflex 540P 7G0,75

1410000057 Extension "CA 6" 15m Ölflex 540P 7G0,75

1410000324 WIND-UP CRANK TRIPOD, black, powder coated, incl. black center tube - 3,80m

1410000329 Telescope Tripod - 4.58 m

1410000345 SETO Construction site tripod - 3.8 m

1410000538 Fastening-Set for Wind-Up

1410000666 HeavyDuty Transport and Storing Case for ALDEBARAN® XLD-2 lights

1410001510 ALDEBARAN® XLD-C connection cable BASIC H07BQ-F, plug Schuko 16A/250V IP68, 8m

1410001520 ALDEBARAN® XLD-C connection cable SWITCH, plug Schuko 16A/250V IP68

1410001521 ALDEBARAN® XLD-C connection cable DIM, plug Schuko 16A/250V IP68

1410926021 Suspension Kit heavy duty
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Accessories (cont.)

Other
Article No. Image Name

1410960037 DIN Bolt, d 30 x 100 mm, Al, for elevator tripod

Additional Product Images
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Setolite Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany

Tel./Fax
+49 2192 / 93624-0
+49 2192 / 93624-25

Web/Email
www.setolite.com
info@setolite.de


