
Product Datasheet

ALDEBARAN® KATANA X-POWER 
200

Aldebaran Gladius

Article No.: 1441001550

6,80

KG

IP65

IP CODE

40.500

LUMEN

37.000

REAL-LUMEN

Description

The ALDEBARAN® KATANA X-POWER 200 features the exceptionally long-range, narrow-beam light pattern characteristic of the 
ALDEBARAN® KATANA product family, whilst further enhancing its performance. With its precisely focused beam, it offers 
maximum search range and, thanks to its ball joint, is easy to align.

Just as the Japanese long sword once did, the light beam of the ALDEBARAN® KATANA X-POWER 200 cuts through the 
darkness and makes distant areas visible even from a great distance. Additional power reserves ensure even greater range and 
support emergency services wherever rapid detection, targeted illumination and safe orientation are crucial.

Whether for search operations, large-scale incident scenes, inspection tasks or security applications  the ALDEBARAN® KATANA 
X-POWER 200 is the tool of choice when a powerful, focused beam of light makes all the difference.

Product Highlights

Maximum light range for long distances
Targeted illumination of distant areas
Powerful performance  greater range for demanding operations
Flexible adjustment  easy positioning thanks to the ball joint
Integrated cable winder
Lightweight and compact design
Ideal for search operations, such as security and surveillance

Technical Specifications

General Data
Attribute Value Unit

Brand ALDEBARAN®

Series KATANA

Model X-POWER 200

Temperature (min) -40 °C

Temperature (max) +50 °C

Dimensions 335 x 286 x 190 mm

Weight 6,80 kg
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Technical Specifications (cont.)

General Data
Attribute Value Unit

IP Class IP65

Plug Schuko IP68 blue

Cable Length 10 m

Feature bolt adaption, cable reel

Lighting Data
Attribute Value Unit

Luminant 2x LED module

Luminous Flux 40500 lm

Luminous Flux (real) 37000 lm

Colour Temperature 5000 K

Beam Angle 15 °

CRI >70

Durability 50000 h

Electrical Data
Attribute Value Unit

Input Voltage 100-240 V

Mains Frequency 50/60 Hz

Type of Current AC

Power Consumption 200 W

Protection Class I
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Setolite Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany

Tel./Fax
+49 2192 / 93624-0
+49 2192 / 93624-25

Web/Email
www.setolite.com
info@setolite.de


