
Product Datasheet

ALDEBARAN® RAPTOR X-POWER 
200

Aldebaran Raptor

Article No.: 1441002010

5,8

KG

IP65

IP CODE

40.500

LUMEN

37.000

REAL-LUMEN

Description

The ALDEBARAN® RAPTOR X-POWER 200 combines the versatility of the tried-and-tested ALDEBARAN® RAPTOR product 
family with a significant boost in light output. It is therefore aimed at professional users who need to be able to rely on powerful and 
versatile lighting in any operational situation.

Whether at an incident scene, during technical rescue operations, for inspection and security tasks, or in large-scale work areas  
the ALDEBARAN® RAPTOR X-POWER 200 reliably handles a wide variety of lighting tasks. Additional power reserves ensure a 
clear view even under demanding conditions and support safe, efficient working. Its balanced light distribution, the tried-and-tested 
SETO lens system and its robust construction make the ALDEBARAN® RAPTOR X-POWER 200 particularly appealing to the fire 
service, civil protection agencies, the police and many other professional users. It really comes into its own wherever high light 
output, robustness and versatility are required in a single system.

Product Highlights

High light output for optimum visibility in any situation
Versatile, ideal for a wide range of applications
Uniform illumination thanks to the SETO lens system
Robust construction for continuous professional use
Greater safety, reliable lighting even under difficult conditions

Technical Specifications

General Data
Attribute Value Unit

Brand ALDEBARAN®

Series RAPTOR

Model X-POWER 200

Temperature (min) -25 °C

Temperature (max) +40 °C

Dimensions 360 x 330 x 145 mm

Weight 5,8 kg

IP Class IP65

Plug Schuko IP68 blue

Cable Length 5 m

Feature Bolt adaption
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Lighting Data
Attribute Value Unit

Luminant 2x LED module

Luminous Flux 40500 lm

Luminous Flux (real) 37000 lm

Colour Temperature 5700 K

CRI >70

Beam Angle 60 °

Durability 50000 h

Electrical Data
Attribute Value Unit

Input Voltage 100-240 V

Mains Frequency 50/60 Hz

Type of Current AC

Power Consumption 200 W

Protection Class I
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Setolite Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany

Tel./Fax
+49 2192 / 93624-0
+49 2192 / 93624-25

Web/Email
www.setolite.com
info@setolite.de


