
Product Datasheet

ALDEBARAN® GLADIUS X-POWER 
200

Aldebaran Gladius

Article No.: 1442000220

8,6

KG

IP65

IP CODE

40.500

LUMEN

37.000

REAL-LUMEN

Description

The ALDEBARAN® GLADIUS X-POWER 200 has been developed for professional users who require robust, powerful and 
versatile lighting, even under demanding operating conditions.

As the most powerful model in the ALDEBARAN® GLADIUS product range, it offers additional power reserves for applications 
where both wide-area and spot lighting are required. With its combination of wide illumination and a focused beam, the 
ALDEBARAN® GLADIUS X-POWER 200 reliably covers both the immediate working area and more distant operational areas. 
Compared to the tried-and-tested ALDEBARAN® GLADIUS, the X-POWER version offers even greater light output and thus 
additional reserves for demanding operational situations.

Whether at an incident scene, during technical rescue operations, in an industrial setting or on a construction site  the 
ALDEBARAN® GLADIUS X-POWER 200 combines high light output, robust construction and practical handling in a durable 
worklight designed for demanding applications.

Product Highlights

Maximum light output for demanding applications
Wide-beam and high-beam  Optimal illumination for near and far
Robust construction for harsh operating conditions
Versatile for use at incident sites, in industry and on building sites
Practical handling  Powerful and easy to use

Technical Specifications

General Data
Attribute Value Unit

Brand ALDEBARAN®

Series GLADIUS

Model X-POWER 200

Temperature (min) -25 °C

Temperature (max) +40 °C

Dimensions 335 x 330 x 195 mm

Weight 8,6 kg
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Technical Specifications (cont.)

General Data
Attribute Value Unit

IP Class IP65

Plug Schuko IP68 blue

Cable Length 10 m

Feature bolt adaption, cable reel

Lighting Data
Attribute Value Unit

Luminant 2x LED module

Luminous Flux 40500 lm

Luminous Flux (real) 37000 lm

Colour Temperature 4000 / 5000 K

Beam Angle 60/15 °

CRI >70

Durability 50000 h

Electrical Data
Attribute Value Unit

Input Voltage 100-240 V

Mains Frequency 50/60 Hz

Type of Current AC

Power Consumption 200 W

Protection Class I
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Setolite Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany

Tel./Fax
+49 2192 / 93624-0
+49 2192 / 93624-25

Web/Email
www.setolite.com
info@setolite.de


